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Agora Belt
PANAMA OPTIK
F201/40

Agora Belt
PANAMA INTEGRAL
F203/40

Agora Belt
PANAMA PIEDRA
F205/40

Agora Belt
PANAMA MINERAL
F206/40

Agora Belt
PANAMA GRAFITO
F207/40

Belt / Rope

Agora Belt
OPTIK
F101/20

Agora Belt
INTEGRAL
F103/20

Agora Belt
PIEDRA
F105/20

Agora Belt
MINERAL
F106/20

Agora Belt
GRAFITO
F107/20

100% Solution Dyed Acrylic

Agora Rope OPTIK
@ F501/18
© SPECIAL F601/18

Agora Rope INTEGRAL
@ F503/18
© SPECIAL F603/18

Agora Rope PIEDRA
® F505/18
© SPECIAL FB05/18

Agora Rope MINERAL
® F506/18
© SPECIAL F606/18

Agora Rope GRAFITO
® r507/18
© SPECIAL F607/18

rope @ RopespeciaL ©



agﬂra) Belt / Rope

100% Solution Dyed Acrylic

TECHNICAL FILE Agoro BELT AgOfCl ROPE
Agora BELT Agora ROPE

CARACTERISTICAS GENERALES g PANAMA g SPECIAL

80% Solution 90% Solution 100% Solution 92% Solution

Composition / Composicion Dyed Acrylic Dyed Acrylic D ezi Acrvlic Dyed Acrylic
20% Polyester AT 10% Polyester AT Y Y 8% Polyester AT

Width / Ancho 20 mm 40 mm & exterior 17 mm

Thickness / Grosor 1,5 mm 2 mm (J interior 9 mm

Weight / Peso 16gr/m 43gr/m 29gr/m 31gr/m

Warp / Urdimbre

Solution Dyed Acrylic

Solution Dyed Acrylic Solution Dyed Acrylic

Polyester Polyester
100% Solution Dyed Acrylic
Weft / Trama
Finish Water repellent
Acabado Hidrofugo
- . .. Polyester high tenacity Polyester high tenacity
Retention yarn / Hilo retencion Poliéster alta tenacidad / Poliéster alta tenacidad

Fiber structure
Estructura de fibra

The strong link between the carbon is not
destroyed, so the color does not change with
the passage of time.

El fuerte vinculo entre el carbono no se
destruye, por lo que el color no cambia con
el paso del tiempo.

Warranty / Garantia

5 years* /5 ahos™*

Tolerance
Tolerancia

Sensitive values of tolerance of + /- 5%
Valores susceptibles de tolerancia de + / - 5%

Cleaning instructions / Manutencion

Application / Aplicaciones
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WATER
RESISTANT

STAIN
RESISTANT

MOLD uv
RESISTANT PROTECT

uv DURABLE NO
RESISTANT

NI

EASY
TO CLEAN

BLEACH

STRONG CONDUCTOR friendly

(*) The Agora warranty covers the fabric becoming unserviceable as a result of loss of colour or strength from normal exposure
conditions, including sunlight, mildew, rot and atmospheric chemical, if the fabric has been properly installed, utilized and main
tained. The warranty does not cover labour and installation supplied by the dealer. The warranty also does not apply against
deterioration of any kind due to abusive use, accidental burns, negligence or perforations.

(**) La garantia Agora cubre un anormal deterioro de la fibra debido a la perdida de color o resistencia siempre que existan unas
condiciones de exposicién normales, incluyendo el sol, moho, putrefaccion y agentes atmosféricos en general, siempre y cuando la fibra
haya sido instalada, utilizada y mantenida correctamente. La garantia no cubre los trabajos de instalacién del distribuidor. La garantia
tampoco cubre, en cualquier caso, el deterioro debido al uso abusivo, quemaduras accidentales, negligencia o perforacion.

OEKO-TEX®

CONFIDENCE IN TEXTILES

STANDARD 100

20130K0585 AITEX
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Tested for harmful substances.
www.oeko-tex.com/standard100

AG28-100




